
 Manometer  

 
 PM-6202 / PM-6205  

 

Features: 

 Large Dual LCD with backlight 

 Data hold 

 Max / Min / Avg value with relative time stamp 

 Zero adjust, offset and DIF function 

 Auto Power off 

 Low battery indication 

 USB Computer Interface 

(Advanced Software program for all windows) 

 

Technical Data: 

Model 6202 6205 
Accuracy ±0.3% FSD 

Ratability ±0.2% ( Max. ±0.5% FSO ) 

Linearity/Hysteresis ±0.29%FSO 

Pressure Range ±2psi 
(±55.40 in H2O) 

±5psi 
(±138.3 in H2O) 

 
 
 
 

In H₂O 0.01 0.01 

Psi 0.001 0.001 

mbar 0.1 0.1 

kPa 0.01 0.01 

Units & 
Resolution 

inHg 0.001 0.001 

mmHg 0.1 0.1 

Ozin² 0.01 0.01 

ftH₂O 0.001 0.01 

cmH₂O 0.1 0.1 

Kgcm 0.001 0.001 

Bar 0.001 0.001 

 

 Standard Accessories : Soft Carrying case, Gift Box, Tubes, Manual, Battery, 

  USB Cable, CD Software.  

 Dimension : 210(H) x 75(W) x 50 (D)mm 

  


